
CASING

STEEL PIPE COUPLING
WITH THREADED PLUG

STEEL CASING

1/4"(6 mm) 

TACK WELD CAP
TO STEEL CASING

COMPRESSION BOLTS
ACCESS PORTS

VENT PLUG

RUBBER
SEALING
RING

CASINGCASING

(WHEN SPECIFIED) (WHEN SPECIFIED) (WHEN SPECIFIED)

IMPERVIOUS MATERIAL OR DEPTH SPECIFIED

WELL SCREEN (AS SPECIFIED)

CEMENT GROUT-2"(51 mm) MIN. THICKNESS (SEE SPECIFICATIONS 
FOR REQUIRED DEPTH)

WELL CASING (AS SPECIFIED)

FIELD WELD ALL AROUND

WELDING SYMBOL LEGEND

COMPACT BACKFILL

6:1
NATURAL GROUND

18"(457 mm) FOR WELL SEAL
24"(610 mm) FOR WELDED CAP

8'-0"(2438 mm)

SQUARE

12:14"
(1

02
 m

m
)

SEE DETAILS ABOVE

SLOPE 1/4"/FT. (21 mm/m)
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MAX.MIN.

1 1/2"(38 mm) DIA.

NOTES:

1. WELL SEAL SHALL BE INSTALLED ACCORDING TO MANUFACTURER'S

PVC CASING EXTENDED INTO STEEL
CASING IF SPECIFIED (TYPICAL)

STEEL CASING

CREATE 1 1/2"(38 mm)    
HOLE IN PVC CASING
IF PRESENT

STEEL CASING (AS SPECIFIED)

IF WELL IS CASED WITH PVC, EXTEND PVC TO THE TOP
OF STEEL CASING.

MIN. THROAT

2. THE METRIC CONVERSIONS ARE PROVIDED IN PARENTHESIS 

RECOMMENDATIONS.

FOLLOWING THE ENGLISH UNITS.
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WELL SEAL DETAIL WELL CAP DETAIL ACCESS PORT DETAIL


